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30W 40W 60W 100W

Function
1、Infrared radar sensor 
2、Surveillance camera

50000H
CCT

3000K-6500KPF＞0.95
30V/

85-265VCRI 70IP65

Features
Monocrystalline silicon solar panel, waterproof grade IP65, 
light working time: 12 hours, 5-7 days in rainy days, solar 
energy integrated system.
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Pole HoopPole Wall MountWall Mount

DB01 SERIES
SOLAR STREET LIGHT

90W

Conch Arm 50000H
CCT

3000K-6500KPF＞0.95
30V/

85-265VCRI 70IP65

Solar street lights do not require cables, AC power supply, or electricity charges. Adopt DC 
power supply and control; It has the advantages of good stability, long life, high luminous 
rate, easy installation and maintenance, high safety performance, energy saving and envi-
ronmental protection, economic and practical.

Light pole height ：6-12m

Upper diameter ：60mm

Lower diameter ：130mm

Beam angle：140*70°

IP Rating：IP65

Flange：250*250*10mm

Features
Item：DB01

Power: 90W

Input voltage: 12V

Lumens: 120lm/w

LED chip: Philips

CCT:CCT: 3000K/4000K/6000K
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Double plate    
Conch arm

Double board     
high and low arms

Double Plate        
Flat Arm



DB01
WIND-SOLAR COMPLEMENTARY 
SOLAR STREET LAMP
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30V/

85-265VCRI 70IP65

Wind-sun complementary solar street lamp: 1, wind-sun integration, strong complemen-
tarity, high stability 2, does not produce any pollution to the environment, absolute green 
environmental protection 3, environmental protection 4, high safety 5, simple installation.
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DB01
CUSTOM 
SOLAR STREET LIGHTS

Solar street lights do not require cables, AC power supply, or electricity charges. Adopt DC 
power supply and control; It has the advantages of good stability, long life, high luminous 
rate, easy installation and maintenance, high safety performance, energy saving and envi-
ronmental protection, economic and practical.

Light pole height ：6-12m
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Beam angle：140*70°

IP Rating：IP65

Flange：250*250*10mm

Features
Item：DB01

Power: 90W
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Lumens: 120lm/w
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CCT:CCT: 3000K/4000K/6000K
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CCT
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30V/

85-265VCRI 70IP65

HIGH POLE LIGHTS
LED FIOOD LIGHT
400W-1200W

Light pole height ：8-30m
The stadium light has beautiful appearance, large lighting area, good effect, concentrated light 

source, uniform illumination, small glare, easy control and maintenance.
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